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areinforce.Youmayapplyforinformationtotheappropriate
watertransportandshippingdirectorate,aswellastothewater
police.

Properusageofboatequipmentandaccessories
Usetheboatequipmentandaccessoriesonlyontheirdirect

purposetoensurereliableservice.
AvailabilityofOars

Evenwhensailingwithanoutboardengineyoushouldalways
havetheoarsavailablewithyousothatyouwereabletoreach
theshorewithoutoutsideassistanceincaseofanydamageto
theboat.

Usageofemergencystopswitch
Onyourrequestanyoutboardenginesellermayprovideyour

enginewiththeemergencystopswitch.Duringnavigationthe
switchshouldbeconnectedtothewristofyourhandbymeans
ofacord.Incaseyoufalloverboard,evenifbeingasteersman,
theswitchwillcutouttheengineandthepropeller.This
arrangementwillenableyoutoavoidanytraumasandtoreach
theboat.

Preventionofdamagescausedbyelectrolyteorfuelleak-
ages
Takeallpossibleprecautionsagainstpenetrationoffuelor

electrolytefromthestoragebatteryintotheinflatableboat.Ifit
doeshappenwashthoroughlythefouledspotswithwater.

Cargoarrangementandstowing,attachmentofitemsand
preventionoffallingoverboard
Youshouldbealwayssurethatthenumberofpeopleonboard

neverexceedsthatspecifiedintheuser'smanualoronthe
manufacturer'splateprovidedonthetransom.Theboatwill
retainanadequatefloatabilityandwillnotkeeloveronly
providedthattheloadisarrangedreasonably.Therefore,donot
accommodateallpassengersonthesamesideoftheboat.
Arrangethecargotobecarrieduniformlyinsidetheboat,all

itemsbeingreliablesecuredonthebottomoftheboat.All
passengersshouldbeaccommodatedinsidetheboat.The
occupiedseatsshouldnotbeleftthroughouttheentiresailing
time.Whensailingwithanoutboardenginethesteersman
shouldshifthisbodyforwardinthecourseofaccelerationto
preventtheboatforebodyfromraisingundertheforceof
upthrustwaves.

Presenceofsharpandprickingobjectsonboard
Despitethestrongshelloftheboatwearerecommendedto
handlesharpandprickingobjectsbeingonboardwithcare.
Forexample,itconcernsaknifeblade,fish-hookpoint,etc.

Rockyshore,mole,shoals(forexample,sandbanks,
coralreefs,rocks)
Approachrockyshores,shoals,moles,etc.carefullyto

avoiddamagestotheboat.Itisstrictlyprohibitedtodragthe
boatacrossroughsurfaces(shingle,rocks,concrete,etc.).

Checkatnavigation
Incaseofprolongednavigationwiththeuseofanoutboard
engine,regularlychecktoensurethattheengineisreliably
attachedtotheboat.Iftheenginewasattachedcarelessly
theattachmentmayworklooseundertheactionofvibration.
Besides,checkairchamberspressureatregularintervals,
sincethepressuremayvaryundertheeffectsofoutsideair
temperatureandatmosphericpressurevariations.
Neverforgettomonitorregularlythequantityoffuelinthe
fueltank.Keepalwaysinmindthatthequantityoffuel
shouldbesufficientforyoutosailtoyourfinaldestination.

Availabilityofrescuemeans(life-savingjackets,
distresssignals,spareparts)
Ifyouareplanningtogobeyondtheprotectedwaterareas
youshouldprovideallpassengersonboardwithlife-
savingjackets.Allpassengersshouldputonlife-saving
jacketsunderstrongwindandheavyseawaysconditions.
Those
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The rigid inflatable motor boat of the "GOLDEN LINE" series relates to the category of pleasure boats and is intended for water sports,
tourism, the use as a floating means on board of launches, yachts and other vessels.

GRAND Golden Line G380, G380L, G380GL UM13800

TECNICAL DATA SPECIFICATION Mo
Model Unit G380 / G380G G380GLL

Length overall m 3,8
ft-inches 12'6"

Length inside m 2,7
ft-inches 8'10"

Width overall m 1,82
ft-inches 6'0"

Width inside m 0,92
ft-inches 3'0"

Tube diameter max m 0,46
ft-inches 18"

Number of chambers 3
Passenger capacity pers. 5
Load capacity kg 496

lbs 1090
Boat weight kg 128/160

lbs 282/352
Engine power recommended HP 30

kW 22.1
Engine power max HP 40

kW 29.4
Engine weight max kg 90

lbs 198
Engine shaft length ft-inches 20"(long)
Tube color light-grey
Boat design Category(Dir.94/25/EC) Ñ

MAINTENANCE

Mainconditionsoflongservicelifeisrightandcarefulservice.
Avoidexcessiveincreasingofpressureintheboard,

especiallyfromheatingbythesunrays.
Afterexploitationtakeoffsandanddirtfromboatsurface,

andcarefullydryit.
Avoidthewatergettingintothechambers.Ifafueloranoil/

gasgetstotheboatsurfaceitisnecessarytowashthesoiling
placebysoapwaterassoonaspossibleanddry.

Payattentiontotheconditionofbottomandseatsurfaces.
Ifthecoatingisdestroyeditisnecessarytodrythiselement
andrestorethedefendply.

Aftertheseasonpreparetheboattowinterkeeping.
Cleanboatsurfacefromsandanddirtandmakethe
necessaryrepairs,ifdamagestakeplace.Ifitispossible,
keeptheboatintheopenandslightlypumpedstateinair
temperature0-25°C.Theboatmustbeprotectedfromthe
sunrays.

Insignificantboatrepairing(eliminatingtheboard
puncturesorcuts)youmaycarryoutbyyourself.Inthis
caseusethecoatedfabricpatchesfromthecompleteset.
Askyourdealerforthecorrecttypeofglueyoumayusefor
therepair.

Incaseifsufficientdamagesofhull,tubebody,partitions
orseamsitisrecommendedtoapplyforprofessionalrepair
inauthorisedservicestation.

6.OPERATINGREGULATIONS

OPERATINGREGULATIONS

Dearuser,
Wethankyourforyourpurchaseanddohopethatyouwill
haveagreatfunofit.However,tomakeyourjoyandpleasure
complete,wewouldrequestyoutoreadcarefullyandobserve
thedirectionsandrecommendationsspecifiedbelow.

ITISSTRICTLYFORBIDDEN:
tohandletheboatinthestateofintoxicationandwithoutindividual
rescuemeansbeingused(life-savingbelts,jackets,etc.)

ITISFORBIDDEN:
-tooverloadtheboatabovethedesignweight-carryingcapacity;
-touseanoutboardengineofpowerexceedingthemaximum

allowablevalue;
-tobringthetubepressureuptothevalueexceedingtheratedone

(0.15bar);
-todragtheboatacrossaroughsurface.

Dangerofusageofenginehavinginsufficientorexces-
sivepower

Accordingtothesafetyregulations,eachinflatableboat
shouldbefurnishedwithanoutboardenginehavingthe
maximumallowablepower.Youwillfindthedataonthe
maximumallowablepoweroftheengineonthemanufacturer's
platewiththedesignationofthemodeltypeinscribedthereon.
Theplateisfixedintheafterbodyoftheboat.However,your
shouldchoosetheenginepowerwithintheallowablerangeso
astoensurethatyoumaysafelyreachtheshorewhenheading
intothewindorintothecurrent.

Observationoflocalshippingregulations
Foreachparticularwaterareathelocalshippingregulations
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COMPLETE SET (continuation)
Model G380 G380L/G380GLd

Description unit q-ty availability availability

3.3 Fuel level gauge pcs. 1
3.4 Fuel filler pcs. 1
3.5 Fuel tank vent pcs. 1

4. Additional equipment
4.1 Steering console cover pcs. 1
4.2 Overall cover pcs. 1
4.3 One lever side-mount remote control with trim switch pcs. 1
4.4 Navigation light (white) pcs. 1
4.5 Navigation light (red, green) pcs. 1
4.6 Electric horn pcs. 1
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Note: Perfection of the design and improvment of quality of our products is the fundamental production policy of our company. Therefore,
alternations may be made to the complete set (and as the components parts become available).

— Your "GRAND" boat "GOLDEN LINE" complete set included this items.�����

5687

INFLATION/DEFLATIONVALVESOPERATION
Theinflation/deflationvalveisintendedfor:

—fillingthecompartmentwithairfromastandartpumporfilling
systemandmaintainingpressureinthetubeforprolongedtime,

—adjustabledropofpressureincompartment.
Theairfillvalveisdesignedasatab-typenon-returnvalve.
Everyinflation/deflationvalveincludesthefollowingparts:valve
body1,valvenut5,valvecap2withstrap3,washerwithgasket4,
spindel6withspring7,cupdiaphragm8(Fig.5).
INFLATIONMODE:valveisclosedwithgasket4tight.Tomovethe
valvetodeflationmode:pushthebutton6andturnitclockwisetofix
itinlowerposition
DEFLATIONMODE:buttonisfixedinlowerposition.Tomovethe
valvetoinflationmode:pushthebutton6andturnitcounterclockwise.
Thebuttongoestoupperposition.

ATTENTION!
1.Overinflatingofyourboat,whentheairpressureis

morethannominal,sufficientlydecreasestheboat
lifetime.

2.Thevalvesareairtightjustincasetheyareclosed
withthecapstight.

3.Thetubeisairtightincaseitkeepsitsformfor8
hoursatleast.

4123
Fig.5
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CONSOLE EQUIPMENT
Console equipment included(Fig.4):
- steering system;
- steering cable;
- steering wheel;
- compass (3) (optional equipment);
- tachometer (1)(optional equipment);
- speedometer (2)(optional equipment);
- electric accessory socket(7);
- switches:

- horn(6);
- hull drain pump(5);
- navigation lights(4).

GRAND Golden Line G380, G380L, G380GL UM13800

Fig.4
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PosItem
1Fiberglasshull
2Buoyancytube
3Inflation/deflationvalve
4Tubetowingeye
5Hulltowingeye
6Frontliftingeyes
7Rearliftingeyes
8Rearbollards
9Antiskiddecksurface
10Rubrail
11Safetygrabhandles
12Molded-inhelmseat
13Helmseatback
14Steeringwheel
15DeluxesteeringconsoleCL-02
16Bowstepplatewithropecleat
17Fuelfiller
18Navigatoinlight



- connect electric cable to the steering console (see wiring
diagram);

- install the steering console (see Fig. 3) , before installation put
weather stripping along the edges of the consolen then install the
console on regular places of the deck, and fix it by means of the
bolts M8x25, washers from the complete set.

- tighten all the bolts;
5 Install the steering console seat and fix them by means of the

toggle fasteners. Close and fix overhead part steering console by
means of washers and nut M8 from complete set.Tighten all the
bolts;

6 Fill the tube compartments with air using the pump from the
complete set. On completion of filling close the valves with caps.
The rated pressure value is 0.15 bar.

ATTENTION! To avoid the water penetration into the
console inner layers, please, tight all hole free space
with any water resistant filler.

GRAND Golden Line G380, G380L, G380GL UM13800

Fig. 3
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BOATTRAILERING
Whentraileringfixtheboatsecurelyonthetrailer,bearingrollersmust
supporttheboatonsignledoutposition(Fig.6).
Themaximumloadshouldbelocatedonthekeelline.Thesideareas
ofthebottommaybeusedforsupportpurposesonly.

ITISFORBIDDEN!
Inordertoavoidthehulldemagetrailtheboatnostaying
onthesideareasonly.

Support
areas

Mainloadarea(keelline)

Fig.6



PREPARATIONFOREXPLOITATION

1Unpacktheboatandunfoldtheinflatabletube.
2Setallvalvesintheoperationcondition(lookbelow).
3Installthemolded-inhelmseatback(seeFig.1):

-insertseat-backsupportintotheholesofoverheadseatingpart;
-fixseat-backbymeansoftheshapedboltsM6x50,shaped
washers,washersandarresternutsM6fromthecompleteset.

4Steeringconsolemounting:
-mounttheoutboardengineonthetransominaccodancewithit's
owninstallationinstruction(User'smanualofyouroutboard
engine);

-extendtheengineremotecontrolcablesandsteeringcablefrom
enginemountingplacetosteeringconsolemountingplacethrough
theholesonthedeckandhelmstowage;

-unfixandhingeoutoverheadpartofsteeringconsoleandsteering

consoleseat;
-alignholesinthewindscreenwithholesintheconsole

overheadpart;
-fixwindscreenbymeansofthescrewsM6x25,bushs,washers,

arresternutsM6fromthecompleteset(seeFig.2).
-mounttheblockofremotecontrolontherightsideofthesteering

console;
-attachsteeringsystemcableinaccodancewithitsown

installation(manual);
Fig.1
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Fig.2

PosItem
1Screw
2Bush#1
3Bush#2
4Windscreen
5Steeringconsole
6Cup
7Nut

6243571

Wiring diagram
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ifyoubelievethattheshoreisjustnearbystayintheboat,
sinceyouwillbelookedforinthisparticularplaceand,most
probably,willbefound.Shouldtheboatbecomepartially
floodedthrowheavyobjects(batteries,fueltank,engine)
overboardtoensureadditionalfloatability.

The"GRAND"Companyemployeeswouldliketowishyoua
pleasantandsafeleisuretime!

passengerswhocannotswimshouldalwayscarrythe
life-savingjacketswhileonboard!Itisalsorecommended
tokeepconstantlydistresssignalmeansonboard.

Towing
Attowingthetowingropelengthshouldnotbeatleast3
lengthsoftheboat,theropebeingsecuredtobothboats
inamannerensuringitsimmediately,single-motionrelease.
Thesteersmanofthetowedboatshouldbeassistedby
anothercrewmembertomonitortheprocessoftowing.Inthis
case,certaincommunicationgesturesshouldbeagreedupon
beforehand.

Damagetooneofairchambers
Theinflatableboatisdesignedtoprovideanadequatestability
incaseofthecompletedamagetoonetheairchambers
(ballooncompartments)attheexpenseoftheremainingair
chambersandthehull.Thankstoit,youwillbeabletoreach
safelythenearestshore.Reducethespeedandshiftyour
bodytotheundamagedpartoftheboat.Watchchangesin
stability.Afterthisimmediatelyheadforthenearestshore.To
preventpenetrationofwaterintotheboat,pulltheshellofthe
damagedairchambersupwards.

Anchorandmooringfastfastening
Fixtheanchorandtowingropesintheforebodyoftheboatto
thefronttowingring.Fixthebackspringonthetransomvia
specialholes.

Dangerofcurrentsandwind
Beforenavigationoftheboatinunfamiliarwatersmakedetail
inquiriesaboutlocalconditionsandregulations!Currents,
wind,shoals,risingandfallingtides,aswellasweather
variationsmayimplyseriousdanger!

Inemergencystayinboat
Inanyunexpectedsituation(enginefailure,boatdamage,

etc.)donoteverleavetheboatprovideditisstillafloat.Even

GRANDGoldenLineG380,G380L,G380GLUM13800

COMPLETE SET (continuation)

Model G380 G380L/G380GL
Description unit q-ty availability availability

2.6 Tachometer pcs. 1
2.7 Compass pcs. 1
2.8 Navigation lights switch pcs. 1
2.9 Electric horn switch pcs. 1
2.10 Drain pump switch pcs. 1
2.11 Electric accessory socket ( phone charge pluge) pcs. 1
2.12 Battery disconnector with wire pcs. 1
2.13 Battery container pcs. 1
2.14 Screw M6X25 pcs. 4
2.15 Screw bush #1 pcs. 4
2.16 Bush #2 pcs. 4
2.17 Cup pcs. 4
2.18 Washer 6 pcs. 4
2.19 Arrester nut M6 pcs. 4
2.20 Bolt M8 pcs. 4
2.21 Washer 8 pcs. 4

3. Fuel system
3.1 Fuel tank pcs. 1
3.2 Fuel level sender pcs. 1
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COMPLETE SET
Model G380 G380L/ G380GL

Description unit q-ty availability availability

1. Inflatable boat pcs. 1
1.1 Automatic bilge pump with pipe pcs. 1
1.2 Bow locker with cushion pcs. 1
1.3 Molded-in helm seat with cushion and stern locker pcs. 1
1.4 Helm seat back pcs. 2
1.5 Bolt M6X50 pcs. 4
1.6 Shaped washer pcs. 8
1.7 Washer 6 pcs. 4
1.8 Arrester nut M6 pcs. 4
1.9 Oar / paddle pcs. 2
1.10 Foot pump pcs. 1
1.11 Set of spare parts and repair kit pcs. 1
1.12 Maintenance kit & User`s manual pcs. 1

2. Steering console CL-02 pcs. 1
2.1 Windscreen pcs. 1
2.2 Steering system pcs. 1
2.3 Steering cable pcs. 1
2.4 Steering wheel pcs. 1
2.5 Speedometer pcs. 1
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SERIALNo.

Dateofmanufacture

Qualityinspectionstamp
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